< Aluminum Suction Tube with
Vac-Con Flanges at Both

Ends

(for use with Vac-Con Quick Clamps)

6.00" Diameter

Part Number Description

800-3203
800-9304
800-3204
800-3205
800-4930
800-6430
800-8010

3'-0"long
4'-0" long
5'-0"long
6'-0" long
8'-0" long
10-0" long
16'-0" long

8.00" Diameter

Part Number Description

800-0262
800-0063
800-0347
800-0064
800-0089
800-0352
800-0261
800-0133
800-3290
800-7391
800-8009

2'-0"long
3-0"long
4'-0" long
5'-0"long
6'-0" long
7'-0" long
8'-0"long
10'-0" long
12'-0" long
15'-0" long
16'-0" long

12.00" Diameter

Part Number Description

800-5272
800-5271

» Rotary Pipe Rack (pipe not included)
711-7444 Holds 4 pipes
711-5445 Holds 5 pipes

To place your order call your dealer or Vac-Con 1-904-284-4200

2'-0"long
4'-0" long
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< Aluminum Catch Basin Nozzles
with Vac-Con Flanged End

(for use with Vac-Con Quick Clamps)

6.00" Diameter
Part Number Description

800-5096
800-3202
800-4553

4'-0" long (with holes)
6'-6" long (with holes)
8-0"long (8" Flange)

8.00" Diameter
Part Number Description

800-3932
800-0088
800-0348
800-0819
800-7388
800-0065
800-0572
800-3579
800-0448
800-3529
800-7383

1'-0" long (no holes)
2'-0" long (no holes)
2'-0" long (with holes)
4'-0" long (with holes)
5'-0" long (with holes)
6'-6" long (with holes)
7'-6" long (no holes)
8'-0" long (with holes)
9'-0" long (with holes)
10-0" long (with holes)
12-6" long (with holes)

12.00" Diameter
Part Number Description

800-5274

6'-0" long




a Non-Conductive Catch Basin

Nozzles with Vac-Con Flange

6.00" Diameter

Part Number Description

711-7441 6-0"LG

8.00" Diameter

Part Number Description

711-0364 6-0"LG

<« Clear Demo Tube Assembly
with Vac-Con Flanges
Part Number Description
711-5318 6.00"
711-1255 8.00"

4 Air Regulator with
Vac-Con Flanges
Part Number Description
711-4478 6.00"
711-1248 8.00"

a Circular Operator Handle
Part Number Description
711-6279 for 6.00" Tube
711-0172 for 8.00" Tube
711-5302 for 12.00" Tube

To place your order call your dealer or Vac-Con 1-904-284-4200




4 Repair Suction Tube Flange for
Vac-Con Suction Tube and
Suction Nozzles
Part Number Description
680-0204 6.00" Aluminum
680-0314 6.00" Steel
680-0009 8.00" Aluminum
690-0024 8.00" Steel (with holes)
690-1017 8.00" Steel (without holes)

a Gasket for Vac-Con Suction Tubes
and Suction Nozzles
Part Number Description
690-0380 6.00"
690-0025 8.00"
690-1287 9.00"
690-1284 10.00"

4 Repair Nozzle Crown for

Vac-Con Suction Nozzles
Part Number Description
810-3907 6.00"

810-0222 8.00"
810-20014 12.00"

4 Quick Clamp for Vac-Con

Suction Tubes and
Suction Nozzles

Part Number Description
800-7633 400"
800-0132 5.00"
680-0073 6.00"
680-0015 8.00"
680-0163 9.00"
680-0340 10.00"
800-0445 12.00"

< Bungee Cord for Suction

Tube Racks
690-0030

To place your order call your dealer or Vac-Con 1-904-284-4200




a Flat Flange to Double Hose Adapter

Part Number

Description

800-0476
800-0697
800-3315
800-9404

8.00" Flange to double 4.00" Hose Steel

8.00" Flange to double 6.00" Hose Steel

8.00" Flange to double 4.00" Pipe Thread Steel
8.00" Flange to double 4.00" Flange Steel

a Flat Flange to Hose End Reducer Adapter

Part Number Description

800-4557 6.00" Flange to 3.00" Hose Steel
800-8005 6.00" Flange to 4.00" Hose Steel
800-7371 8.00" Flange to 3.00" Hose Steel

800-4319 8.00" Flange to 4.00" Hose Steel
800-5994 8.00" Flange to 4.00" Pipe Thread Steel
800-0351 8.00" Flange to 6.00" Hose Steel

a Flat Flange to Male Band Lock Adapter

Part Number

Description

800-5071
800-2217

6.00" Flange to 6.00" Band Lock Steel-with mounting holes
8.00" Flange to 8.00" Band Lock Steel-with mounting holes

a Flat Flanged to Hose End Adapter

Part Number

Description

800-5438
800-7374
800-0097
800-5046
800-6348
800-0406

6.00" Flange to 6.00" Hose Steel

8.00" Flange to 8.00" Hose Aluminum

8.00" Flange to 8.00" Hose Steel-with mounting holes
8.00" Flange to 8.00" Hose Steel-no mounting holes
10.00" Flange to 10.00" Hose Steel-with mounting holes
12.00" Flange to 12.00" Hose Steel-with mounting holes

a Flat Flange to Flange Adapter

Part Number

Description

800-8021
800-7373
800-0647

6.00" Flange to 4.00" Flange Steel-with mounting holes
8.00" Flange to 4.00" Flange Steel-with 8" mounting holes only
8.00" Flange to 6.00" Flange Steel-with mounting holes

800-10854 12.00" Flange to 8.00" Flange Steel-with mounting holes

800-5273

12.00" Flange to 8.00" Flange Aluminum-no mounting holes

a Flat Flange to Female Band Lock Adapter

Part Number

Description

800-6164
800-7399
800-3244

8.00" Flange to 6.00" Band Lock Steel-with mounting holes
8.00" Flange to 6.00" Band Lock Aluminum-with mounting holes
8.00" Flange to 8.00" Band Lock Steel-with mounting holes

To place your order call your dealer or Vac-Con 1-904-284-4200
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4 Band Lock Male Press-In Coupler for Hose a Band Lock Female Press-In Coupler for Hose
Part Number Description Part Number Description
690-0678 4.00"-Steel 690-0676 4.00"-Steel
690-0733 6.00"-Steel 690-0732 6.00"-Steel
690-0679 8.00"-Steel 690-0677 8.00"-Steel
690-0861 12.00"-Steel 690-0862 12.00"-Steel

a Band Lock Male Plug a Band Lock Gasket for Female Couplers
Part Number Description Part Number Description
690-0738 6.00"-Steel 690-0699 6.00"
690-0684 8.00"-Steel 690-0681 8.00"
690-0863 12.00"-Steel 690-0864 12.00"
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4 Band Lock Clamp
Part Number Description
4 Band Lock Reducer Male to Female 690-0700 6.00"
Part Number Description 690-0683 8.00"
690-0735 8.00" Male to 6.00" Female-Steel 690-0865 12.00"

To place your order call your dealer or Vac-Con 1-904-284-4200
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<Vacuum Compressor
Clean-Out Box Door Gasket

690-0245

» Vacuum Compressor
Clean-Out Box Door Latches
(Pair with Mounting Hardware)

711-6342

<Final Filter Bag «Pleated Cartridge Filter

6130058 Part Number Description

HEPA Style Bag 21 ;gggi 4.875" dia. x 41.25" long
A\ - 5.625" dia. x 41.25" |
N 613-0060 a-x ong

«Star Filter Bag «Filter Cage
613-0163 (for use with Filter Bag 613-0163)
613-0164

H To place your order call your dealer or Vac-Con 1-904-284-4200
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<« Complete Hydrostatic Coupling

Part Number  Description
644-0035 Hydrostatic Fan
644-0085 Hydrostatic PD Blower

Coupler Half
644-0022 (Fan)
644-0181 (PD Blower)
A Rubber Insert

644-0040

a Metal Ring
644-0041

a Keyed
Coupler Half

644-0020 (Fan)
644-0151 (PD Blower)

To place your order call your dealer or Vac-Con 1-904-284-4200






